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Digital Rocking and 3D Shaker RS-RR 10 - RS-RD 10

ew and powerful shaker for gentle mixing of samples. The adjustment and control of speed and time can be
done easily via the LCD-Display with this fully digital version An individual configuration of your shaker is easily
possible by using the comprehensive range of accessories.

RS-RR 10 - RS-RD 10

+ gentle sample mixing

+ sturdy construction

+ backlit display

+ simultaneous display of speed and time
« fix stand with anti-slipping feet

+ attachment included

+ comprehensive range of accessories

* 2 years warranty

RS-RD 10

RS-RR 10 _
Technical data RS-RR 10 RS-RD 10
Voltage/Frequency (V, Hz) 100-240 / 50-60 100-240 / 50-60
Shaking movement Sea-Saw rocking 3D orbital
Angle (°) +9 +9
Speed (rpm) 10-70 10-70
Display LCD LCD
Timer function (min) yes, 1-1199 yes, 1-1199
Operation Timer / Continuous Timer / Continuous
Capacity (kg) 10 5
Dimension (mm) 410 x 360 x 106 430 x 360 x 200
Platform Size (mm) 320 x 320 320 x 320
Ambient Temperature (°C) 5-40 5-40
Protection class IP 21 IP 21
Weight (kg) 9 9
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Analog Rocking and 3D-Shaker RS-RS 5 - RS-DS

ew economic laboratory shaker of the Phoenix RS-RS and RS-DS-line for gentle and effective sample mixing.
Both versions have a max. shaking weight of 3 kg. An individual configuration of your shaker is easily possible by
using the comprehensive range of accessories and all that at very competitive prices.
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RS-RS 5 - RS-DS 5

» compact laboratory shaker with
a max. capacity of 3 kg

- stable stand and adjustable feet

* Disk attachment included

« comprehensive range of accessories

Technical data RS-RS 5 RS-DS 5
* 2 years warranty Voltage (V) 100-240 100-240
Power (W) 30 30
Shaking movement Sea-Saw rocking 3D orbital
Angle +7° +7°
Max. Shaking weight (kg) 8 3
Speed (rpm) 5-80 5-80
Timer function no no
Operation Continuous Continuous
Display Speed / Time scale scale
Adjustment Speed analog analog
Dimension (mm) 330 x 270 x 110 330 x 270 x 110
Platform size (mm) 240 x 240 240 x 240
Protection class IP 21 IP 21
Weight (kg) 2,9 3,2
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Shaker Accessories

RSS-E 100  Universal attachment with clamping rolls for OS/LS 5/10, RS-RS 5, RS-DS 5

RSS-E 105 Base plate for OS/LS 5/10 to be used with Erlenmeyer-clips, RS-RS 5, RS-DS 5, for attaching Erlenmeyer Flasks
RSS-E 110  Universal attachment with vertical adjustable clamping rolls for OS/LS 5/10, RS-RS 5, RS-DS 5

RSS-E 115  Dish attachment for OS/LS 5/10, RS-RS 5, RS-DS 5, including fixing belts

RSS-E 160 Dish attachment for OS/LS 5/10, RS-RS 5, RS-DS 5, 200 x 300 mm, incl. fixing belts
RSS-E 165 Dish attachment for OS/LS 5/10, RS-RS 5, RS-DS 5, 280 x 280 mm
RSS-E 168 Connecter sticks for RSS-E 160/165, to use two attachments

RSS-E 200  Universal attachment with clamping rolls for OS/LS 20 : it
RSS-E 205 Base plate for OS/LS 20 to be used with Erlenmeyer-clips W
RSS-E 210  Universal attachment with vertical adjustable clamping rolls for OS/LS 20
RSS-E 220 Attachment for 2D- and 3D-Shaker RSS-E 105/205
RSS-E 120  Fixing clip for 25 ml Erlenmeyer flask

RSS-E 125  Fixing clip for 50 ml Erlenmeyer flask

RSS-E 130 Fixing clip for 100 ml Erlenmeyer flask

RSS-E 135  Fixing clip for 200/250 ml Erlenmeyer flask
RSS-E 140 Fixing clip for 500 ml Erlenmeyer flask

RSS-E 145 clamping rolls for universal attachment OS/LS 5/10
RSS-E 245  clamping rolls for universal attachment OS/LS 20

RSS-E 250 100 ml Erlenmeyer- flask with baffles
RSS-E 251 250 ml Erlenmeyer-flask with baffles RSS-E 220
RSS-E 252 500 ml Erlenmeyer-flask with baffles

RSS-E 253 100 ml culture flask with baffles e
RSS-E 254 250 ml culture flask with baffles Pr— e §
RSS-E 255 500 ml culture flask with baffles Y
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Fixing Clips for
Erlenmeyer Flasks

RSS-E 100/200
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RSS-E 135 RSS-E 140
Maximum attatchement RSS-E 105/205 with Fixing Clips for Erlenmeyer Flasks
Att. / Fixing Clip 25 ml 50 ml 100 ml 250 ml 500 mi
RSS-E 105 18 18 9 (12)* 6 (8)* 4 (5)*

RSS-E 205 28 28 16 9 (12)* 9
* Erlenmeyer Flasks overlapping
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