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Lab solutions

New and high-value rotator for gentle and effective mixing samples in various tubes and flasks. Adjustment and 
control of the parameter speed and time can be done easily via the LCD-display. Various drum tube holders (for 

model-no. RS-RR20) and disk tube holders (for model-no. RS-RD20) are available as accessories. The RS-RR 20 
can easily be converted into a disk mixer.

Rotator RS-RR 20 and Disc-Mixer RS-RD 20

RS-RR 20 • RS RD 20

• instrument will be supplied incl. tube holder
  (RS-RR20) or disk mixer (RS-RD 20)
• Dual-Use - rotator RS-RR 20 can also
  be used as disk mixer
• fix stand with anti-slipping feet
• backlit display to adjust speed and time
• comprehensive range of accessories
• 2 years warranty

Technical data
Voltage (V/Hz)
Shaking movement
Angle Range (°C)
Speed (rpm)
Display
Timer-Function (Min)
Operation
Oscillation braking device
Dimensions (in mm)
Ambient temperature (°C)
Protection class
Weight (kg)

RS-RR 20
100-240

40
Rotation

-
10-70
yes

Time/Continuous
LCD/LCD

digital/digital
510 x 190 x 260

IP 21
8

RS-RD 20
100-240

40
Rotation Disc

0-90°
10-70
yes

Time/Continuous
LCD/LCD

digital/digital
250 x 190 x 260

IP 21
6,5

RS-RR 20

RS-RD 20
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Lab solutions

Analog Rotator and Discmixer RS-RR 5 • RS-RD 5

RS-RR 5 • RS-RD 5

• Accessories for 1,5/2 ml, 15 ml
  and 50 ml tubes are included
• variable Speed
• compact construction
• adjustable feet
• easy to clean
• 2 years warranty

Technical data
Voltage (V)
Power (W)
Movement
Rotation angle
Speed (rpm)
Timer
Operation 
Display Speed/Time
Speed adjustment
Dimension (mm)
Protection class
Weight (kg)

RS-RR 5
100-240

20
Rotation

-
5-80

- 
Continuous

Scale
analog

530 x 150 x 190
IP 21
1,7

RS-RR 5
100-240

20
Rotation Disk

90°
5-80

- 
Continuous

Scale
analog

2200 x 300 x 310
IP 21

2

RS-RR 5

RS-RD 5

New economic Rotator and Disk mixer of the Phoenix RS-RR and RS-RD-line for gentle and effective sample 
mixing. Both versions have a max. shaking weight of 3 kg. An individual configuration of your shaker is easily 

possible by using the comprehensive range of accessories and all that at very competitive prices.
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RSE-RR 05
RSE-RR 10
RSE-RR 15
RSE-RR 25
RSE-RR 30
RSE-RR 35

RSE-RD 05
RSE-RD 10
RSE-RD 15
RSE-RD 50

RSE-RD 20
RSE-RD 22
RSE-RD 24

Rotator and Discmixer Accessories

Rotator modul for RS-RR 20, 48 x 1,5 ml tubes, horizontal mixing
Rotator modul for RS-RR 20, 24 x 15 ml tubes, horizontal mixing
Rotator modul for RS-RR 20, 24 x 50 ml tubes, horizontal mixing
Rotator modul for RS-RR 20, 32 x 1,5 ml tubes, vertical mixing
Rotator modul for RS-RR 20, 16 x 15 ml tubes, vertical mixing
Rotator modul for RS-RR 20, 16 x 50 ml tubes, vertical mixing

Disk modul for RS-RD 20, 60 x 1,5 ml tubes
Disk modul for RS-RD 20, 16 x 15 ml tubes
Disk modul for RS-RD 20, 8 x 50ml tubes
Adapter to use several disk moduls

12 x 1,5/2 ml Fixing Clips for RS-RR 5 and RS-RD 5
12 x 15 ml Fixing Clips for for RS-RR 5 and RS-RD 5
12 x 50 ml Fixing Clips for RS-RR 5 and RS-RD 5

RSE-RD 05

RSE-RR 5

RSE-RD 50

RSE-RR 25
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The new tube rollers provides gentle and effective mixing by rocking and rolling action. The adjustment and control 
of the parameter speed and time can be done easily via LCD Display on the digital version RS-TR 10. On the 

analog version RS-TR 5 the adjustment will be done with a knob and a scale. We are offering 2 years waranty on 
both instruments.

Tube Roller RS-TR 5/10

RS-TR 10

RS-TR 5

Technical data
Voltage (V/Hz)
Power (W)
Shaking movement
Number of rolls
Speed (rpm)
Timer function
Operation
Display Speed/Time
Timer function
Dimensions (mm)
Protection class
Weight (kg)

RS-TR 5
100-240

25
Rocking and rolling

6
5-70

-
Continuous

Scale
analog

460 x 260 x 120
IP 21
4,5

RS-TR 10
100-240

30
Rocking and rolling

6
10-70
yes

Time/Continuous
LCD/LCD

digital/digital
530 x 260 x 120

IP 21
5,5


